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LBIL

kg (g) (g)

0.5 e=0.05 100

3 e=0.1 280

110x72x16.6 mm 133x95x33 mm

60x60 mm 84x68 mm

10000 30000

g, oz, ct, gr g, oz, ct, gr

<85% <85%

-10 °C +50 °C -10 °C +50 °C

+10 °C +30 °C +10 °C +30 °C

PRECISION POCKET SCALES

DESCRIPTION MAIN FUNCTIONS

�� Compact professional electronic scales for weighing operations 
anywhere.

�� 5-digit backlit LCD display (14 mm height).

�� Protection cover.

�� Stainless steel plate.

�� Waterproof keyboard.

�� AAA 1.5V batteries, 80-hour operating time.

�� Weight indication.

�� Tare weight zero setting.

�� Calibration.

�� Auto power-off.

T h e  C o m p a n y  r e s e r v e s  t h e  r i g h t  t o  m a ke  c h a n g e s  t o  t h e  t e c h n i ca l  d a t a ,  d ra w i n g s  a n d  i m a g e s  w i t h o u t  n o t i ce.

CERTIFICATIONS

Equivalent of the CE marking for the United Kingdom

CERTIFICATIONS ON REQUEST

Calibration report

CAPACITY DIVISION NET WEIGHT

TECHNICAL FEATURES

capacity 0.5 kg capacity 3 kg

Power supply 2 batteries 1.5 V, AAA type 4 batteries 1.5 V, AAA type

Operating time 80 hours 80 hours

Dimensions

Loading plate

Keyboard 3 keys 4 keys

Display resolution

Units of measure

Humidity (condensate free)

Storage temperature

Working temperature

capacity 0.5 kg

capacity 3 kg


